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Check for DTC codes and record. 
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Check for "pending" codes and record. 
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Check and record freeze frame data and record Dominant " 

Code. 




Perform normal driving in stop and go traffic reaching 20- 
45 MPH range. This will begin the evaluation of the 02 
and 02 Heater Monitors. 



Obtain response from the vehicle's PCM by entering the 
"02 sensor tests" screen. 



To Step 170 
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Sequentially execute, in the manner described above, each 
of the nine 02 sensor tests regardless of whether the tests' 

are supported by the vehicle. This test sequence is 
preferably done in an evenly-paced manner with no more 
than 10-30 seconds between each test. 
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Return to the Function List and enter the "Non-continuous 

tests" screen. 
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Sequentially execute, in the manner described above, each 
of the displayed "non-continuous" tests, regardless of ' 
whether the tests are supported by the vehicle. This test 

sequence is preferably done in a substantially evenly 
paced manner with no more than 10-30 seconds between 

each test. 



After one or more of the system error indicators has reset, 
increase the speed of the vehicle to 55 - 65 mph and drive 

the vehicle within this range of speeds for five to ten 
minutes. This will help reset the EGR, EVAP and Catalyst 
monitors, if necessary. 



Continue to repeatedly conduct the 02 sensor tests and ' 
Non-Continuous tests as described above while the vehicle 
is being driven within the 55-65 mph range. 



After each 02 sensor test and Non-continuous test has 
been executed at least once, enter the "Erase Old Data" 

screen. 



Follow the directions displayed on the screen for erasing 

the old data. 



Return to the Function List and determine whether the 
required number of monitors have reset. 



